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Your youngsters will love this sturdy table | 
with stools designed just for them. Snacks 
and lunches are always more fun at a table 
of their own. Let them use it for rough- 
house games, too. Fir plywood used in its 
construction will weather years of playful 
abuse. 


Storage will be no problem, since the tri- 
angular stools slip into nest cut-outs of the 
table, in a clever tuck-away arrangement. 


SEE YOUR LUMBER DEALER FOR 


FIR PLYWOOD AND OTHER MATERIALS 


~ Douglas Fir Plywood Association, Tacoma 2, Washington 
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CUTTING DIAGRAMS 


Yo!" x 4'-0" x 4'-0"" 


EXT, - DFPA - A-A OR INT. - DFPA - A-A 


Va'" x 4'-0"" x 6-0" 
EXT. - DFPA - A-C OR INT. - DFPA- A-D 


PARTS SCHEDULE 


AS LISTED FOR ONE TABLE AND FOUR STOOLS 


NO. 
CODE REQ'D 


SIZE PART IDENTIFICATION 


“™mMoOOno> 


2 
2 
4 
4 
4 


2374'' x 237%4'' Table Top & Bottom 
19" x 231, Table Supports 

1%" x 1914" Stool Back 

I174"' x 1354" Stool Side 

11%" x 13%"' — Stool Side 

See Drawings Stool Top & Bottom 


32 Lin. Ft. 34'' Quarter Round Nailing Strip 


4 Lin. Ft. 


yal ide Corner Blocks 


MISCELLANEOUS—4d finish nails as required 


¥,"' brads as required 
glue and finishing materials 


BUILDING TIPS 


Fir plywood is manufactured in large-sized panels 
which simplify every building step for you. Lay- 
ing out the parts for cutting is the only step re- 
quired before starting actual construction. Be sure 
to allow for saw kerfs between adjacent pieces. 


SAWING. For hand-sawing use a 10 to 15 pt. cross-cut. 
Support panel firmly with face up. Use a fine-toothed 
coping saw for curves, For inside cuts start hole with drill 
then use coping or keyhole saw. For power sawing a ply- 
wood blade gives best results but a combination blade may 
be used. Panel face down for hand power sawing. Panel 
face up for table power sawing. With first cuts reduce 
panel to pieces small enough for easy handling. Use of 
scrap lumber underneath panel prevents splintering on 
back side. Plan to cut matching parts with same saw set- 
ting. If available you may use a jigsaw, bandsaw or sabre 
saw for curved cuts. In any case be sure blade enters 
face of panel. 


DRILLING. Support plywood firmly. For larger holes use 
brace and bit. When point appears through plywood, 
reverse and complete hole from back, When drilling, 
finish slowly to avoid splintering. 


PLANING. Remember, edge grain of plywood runs in 
alternate directions so plane from ends toward center. 
Use shallow-set blade. 


SANDING. Most sanding should be confined to edges 
with 1-0 or finer sandpaper, before sealer or flat under- 
coat is applied. Fir plywood is sanded smooth in manu’ 
facture—one of the big timesavers in its use —so only 
minimum surface sanding is necessary. Use 3-0 sandpaper 
in direction of grain only, after sealing. 


NAILING, Nail size is generally determined by thickness 
of plywood used. With glue, the following sizes will pro- 
duce strong joints. For 34-inch, and 3-inch plywood, 
6d finish nails. For 34-inch, 3d or 4d. For '4-inch, use 
l-inch brads or (for backs where there is no objection to 
heads showing) l-inch blue lath nails. Substitute casing 
for finish nails wherever a heavier nail is needed. For 
exterior work, use galvanized or hot-dipped, zinc coated 
nails to avoid rust. 


OTHER FASTENINGS. Screws, bolts, and other special 
fastenings may be used. Always pre-drill for screws. 
Minimum screw sizes for each thickness of plywood are 
recommended as follows: 34-inch plywood, 11/4-inch No. ~ 
8; %-inch plywood, 114-inch No. 8; '4-inch plywood, 
14-inch No. 6; %-inch plywood, l-inch No. 6; 4-inch 
plywood, 34-inch No. 4. 


GLUING. Glue may be used on both edges and faces. 
Apply glue to clean surfaces, Press firmly together until 
“bead” appears. Maintain pressure with clamps, nails or 
screws to allow glue to set. For exterior exposure use 
resorcinol type waterproof glues. Gluing is recommended 
for strongest, permanent fastening. 


EASY STEP-BY-STEP INSTRUCTIONS 


Get off to a good start by studying the plan thor- 
oughly before buying any materials. Selection of 
the proper grade of plywood for each unit is im- 
portant for best results. 


1, Carefully, lay out all parts on plywood as 
shown on cutting diagrams, allowing for saw kerfs 
between parts. Check off sizes on the parts sched- 
ule as you go. 


2. Now, cut out all component parts. Notice both 
left and right edges of side “‘C’ on the stools 
must be cut at an angle to fit. Make this cut on 
a table saw with blade positioned at 45 degrees 
off the vertical. Make cutouts for hand grips by 
drilling a 1-inch hole at each end, and remove 
material between with a jigsaw, sabre saw or by 
hand with a coping saw. Sand all mating edges. 


3. Ripping the corner blocks to size is the next 
operation. Cut the 4 lineal feet of 2 x 2 diagon- 
ally, as shown in corner detail No. 3 with a table 
saw. Taking one of these pieces, tack the cut edge 
to the edge of a scrap piece of 2 x 4 which has 
been cut to an angle of 45 degrees. Set the blade 
of the table saw at 2214 degrees and make the cut 
shown in corner detail No. 2. Now cut all corner 
blocks to a length of 113% inches. 


4, Assemble the table first. After applying glue, 
slip the supports together and fasten top and bot- 
tom in proper position with 4-d nails. 


The stools are assembled as follows: Nail and 
glue two of the corner blocks to one of the sides, 
and the other to the adjoining side. Cut quarter 
round nailing strips to length and fasten at top 
and bottom.’ Glue and nail top and bottom pieces 
“F” and then the remaining side. 


5, Round off table corners to 14-inch radius with 
a rasp. Use a block plane to round corners on 
the stools. Ease all edges with 1-0 sandpaper. 
After filling exposed plywood edges and _ nail 
holes with spackle or wood paste, sand with 3-0 
sandpaper on a soft block. 


6, Choose a number of bright, harmonizing colors 
to add to the attractiveness of this child’s furniture 
set. Apply a flat undercoat to all surfaces and fol- 
low with two coats of semi-gloss enamel. 
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NOTE: 23%" 
CHOOSE THE PROPER GRADE - 
OF PLYWOOD FOR EACH UNIT 


FOR EXCLUSIVE INDOOR USE: 
TABLE- INT-DFPA-A-A 


FOR EXTENSIVE OUTDOOR USE: va!" RADIUS 
TABLE - EXT- DFPA-A-A > 
STOOLS - EXT-DF PA: A-C | 


STOOLS- INT-DFPA- A-D | 
| 


| 

| 
USE 4d FINISH NAILS AND GLUE | e 
FOR ALL JOINTS IN TABLE AND 3/4” | 8 
BRADS WITH GLUE FOR JOINTS % 
IN STOOLS. GLUE MUST BE WATER- | 
PROOF FOR EXTENSIVE USE OF 
UNITS OUTDOORS : 

| ee wa 

1/4" PLYWOOD TOP \/2" SLOTS IN SUPPORTS 


AS SHOWN PLAN 


V4" PLYWOOD SIDE “\. 
3/4” QUARTER ROUND ~“ 


19” 
20” 


EDGE DETAIL NO.| 


TABLE ALL 1/2” PLYWOOD 


V2 


ELEVATION 
TABLE - MAKE ONE 


CUTOUT FOR HAND GRIP 
CUT FROM 2%2" 
SHOWN 
2" RADIUS 


SIDE 


AT TOP & BOTTOM 
CUT FROM HALF 
2% 2" AS SHOWN 
<*—174" RADIUS 


“ 
1/4" PLYWOOD SIDE 19%" — 


ELEVATION 
CORNER DETAIL NO. 2 CORNER DETAIL NO.3 STOOL -: MAKE FOUR 
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HOW TO BUY FIR PLYWOOD 


Fir plywood comes in two types: 1. EXTERIOR-TYPE 
for outdoor use; 2. INTERIOR-TYPE for indoor use. 
Within each type are grades for every job (i.e, grades 
with two good sides where both sides of the panel wili 
be seen, grades with only one good side for applications 
where only one side will be in view in the finished job). 
The right grade to use for each of the projects in this 
folder is given with each plan. 


The registered industry grade-trademarks shown below 
identify quality-tested fir plywood. Look for them on 
every panel you buy. 


FOR OUTDOOR USE FOR INDOOR USE 


JEXT-DFPA-A-A) | €x1-oFPa [INT-DFPA: A-A] | INt-0FPa 


ext-pFpa-A-B)|,A°C.-p>. int-pepa-a-6) | A"D pe 
ea sos TM sem (TENA 
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{TEXTURE I-ll-EXT-DFPA 


INTERIOR FINISHING TIPS 


For best results use only top-quality 
materials. Follow manufacturer's 
instructions. Extra care in surface 
preparation and application will 
add to lasting appearance. Clean all 
surfaces perfectly and fill nail holes witth wood paste. 
Sand lightly between paint coats. Use non-toxic finishes 
for items to be used by very young children. 


PAINT FINISHES. First, brush on flat undercoat. Then 
apply second undercoat, slightly tinted with finish color. 
Last apply finish coat as it comes from can. For a gloss 
finish, us second undercoat made by mixing equal parts 
flat undercoat and gloss enamel. When using water- 
thinned paint, seal plywood with clear resin sealer, shellac 
or flat white oil paint. 


NATURAL FINISHES. For easy, inexpnsive “blonde” fin- 
ishes, first apply coat of interior white undercoat thinned 
so grain pattern shows through. (Tint if you desire 
color.) Apply clear lacquer, shellac or varnish. Attrac- 
tive one-coat stain waxes are available in colors. If you 
prefer a dark stain, first apply a coat of clear resin sealer 
to subdue grain contrast. . 
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